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< Product Description > 

< Typical Physical Properties >

< Shelf Life >

< product construction >

< application >

< Recommendations >

Backing : Texion board 

Adhesive : Natural Rubber 

Color  :  Ivory

 JIS strongly recommends to adhere the following instructions as the properties of tape is subject to be changed 

 according to the temperature and the pressure.

Base Thickness : 1600um

Adhesion Thickness : 360um

Adhesion : 1.099kgf/25mm 

Retentivity : 1 mm/15min

* Above tests were performed on the condition of 23±2℃

  and humidity of 50±5% 

* All above data is subject to be changed according to

  the test circumstances. 

- Storage under indirect ray of light and normal temperature.

- Vertical storage for shape damage prevention
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SBT141-R

FLANGE MASKING DISCE

< Work Conditions >

* Using at 25±5℃ for best adhesion strength and quality.

* Adherend should be cleaned before apply to obtain Maximum adhesion.

* Calculation for area of the tape and sufficient pressure needed for maximun adhesion.

Protection during painting and Sand 

Blasting procedure on Flange Surface.

Durability / Easy to apply

High Adhesion

- Customized Die-Cut with Laser cutter (No MOQ)

- High initial adhesion

- No Residue

Usage : Flange Protection, prevention of pollution

Adherend : Flange

To obtain best performance, use this product within 

12 months from date of manufacture. 


