B TECHNICAL DATA

Anti Slip Safety Tape
60953

< Product Description >

The phosphorescent tape.
Strong Adhesion.

Hand tearable / No shrinkage.

Fluorescent

— Hand tearability
Resistance to chemicals
Suitable for die cutting
— Salt water resistant

— 1~2 years durability in normal use areas.

Factory Floor, industry areas etc.

< product construction >

Backing : PVC film
Adhesive : Acrylic

< application >

Usage : Everywhere safe footing is required.

Adherend : Factory floor, industry areas etc.

< Typical Physical Properties >

Total thickness: 850 um
Adhesion : 1.02 kgf/25mm
Elongation : 200 %

Temperature Resistance : =5 ~ 50 C

* Above tests were performed on the condition of 23%=2C
and humidity of 50+£5%

= All above data is subject to be changed according to
the test circumstances.

< Shelf Life >

To obtain best performance, use this product within
12 months from date of manufacture.

< Recommendations >

according to the temperature and the pressure.

— Vertical storage for shape damage prevention

— Storage under indirect ray of light and normal temperature.

JIS strongly recommends to adhere the following instructions as the properties of tape is subject to be changed

< Work Conditions >

* Using at 255 for best adhesion strength and quality.
* Adherend should be cleaned before apply to obtain Maximum adhesion.
*= Calculation for area of the tape and sufficient pressure needed for maximun adhesion.
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